I. ALL SIDEWALKS CONSTRUCTION SHALL CONFORM TO THE LATEST EDITION OF THE NORTH CENTRAL
TEXAS COUNCIL OF GOVERNMENTS (NCTCOG) STANDARD SPECIFICATIONS FOR PUBLIC WORKS
CONSTRUCTION, OR AS AMENDED HEREIN.

2.ALL SIDEWALK CONSTRUCTION SHALL CONFORM TO THE LATEST EDITION OF THE PUBLIC RIGHT-OF-WAY
ACCESSIBILITY GUIDELINES, REQUIREMENTS OF THE TEXAS ACCESSIBILITY STANDARDS (TAS) AND THE
REQUIREMENTS OF THE TEXAS DEPARTMENT OF LICENSING AND REGULATION (TDLR).

3. THE FOLLOWING CRITERIA MUST BE MET ON ALL NEW SIDEWALKS:

3.1. SIDEWALK MAXIMUM LONGITUDINAL SLOPE: 5%

3.2. SIDEWALK MAXIMUM TRANSVERSE SLOPE: 2% (1.5% TYP.)

3.3. A 5'X5' PASSING ZONE SHALL BE PROVIDED EVERY 200’ (MAX). IT IS THE CITY'S PREFERENCE TO
PROVIDE PASSING ZONE WHERE 5'X5' SPACES ARE ALREADY PLANNED (I.E. TOP OF CURB RAMPS). IF
ADDITIONAL LOCATIONS ARE NEEDED TO MEET SPACING REQUIREMENT, CONSULT CITY PROJECT
ENGINEER FOR DIRECTION ON LOCATION.

3.4. CLEAR 48" MINIMUM WALKING SPACE AROUND ANY OBSTRUCTIONS (POWER POLES, ANCHORS, ETC.)

4. THE CONTRACTOR SHALL PROVIDE A LONGITUDINAL CONSTRUCTION JOINT BETWEEN NEW PAVEMENT
AND EXISTING PAVEMENT INTERFACE. DOWEL BARS SHALL BE DRILLED AND EPOXY GROUTED INTO
EXISTING PAVEMENT PER CITY OF RICHARDSON STANDARD DETAILS. TRANSVERSE EXPANSION JOINTS
SHALL BE INSTALLED BY THE CONTRACTOR AS REQUIRED. ALL JOINTS AND DOWELING ARE SUBSIDIARY
TO THE OTHER BID ITEMS (NO SEPARATE PAYMENT), UNLESS A SPECIFIC BID ITEM IS PROVIDED.

5.SIDEWALKS SHALL BE REPLACED TO THE NEXT ADJACENT CONSTRUCTION JOINT. NO PARTIAL SIDEWALK

PANELS WILL BE ALLOWED TO REMAIN.

6.NCTCOG STANDARD SPECIFICATIONS ITEM 303 SHALL BE AMENDED AS FOLLOWS:

6.1. ITEM 303.2.1.3 - 'COARSE AGGREGATES' SHALL BE AMENDED THE FIRST SENTENCE IS DELETED AND
REPLACED AS FOLLOW “COARSE AGGREGATES SHALL BE 100% CRUSHED STONE".

6.2. ITEM 303.2.4 FLY ASH IS ALLOWED MAX 20% BY WEIGHT.

6.3. ITEM 303.2.5 SHALL BE DELETED. NO MINERAL FILLER IS ALLOWED.

6.4. ITEM 303.2.6 SHALL BE DELETED. NO FIBROUS REINFORCEMENT ALLOWED.

7.ALL EQUIPMENT NECESSARY TO CONSTRUCT CONCRETE PAVEMENT SHALL BE APPROVED BY THE OWNER
PRIOR TO STARTING THE PAVING OPERATION. PAVING EQUIPMENT REQUIREMENTS ARE AS FOLLOWS:

7.1. SIDEWALKS LESS THAN 8' IN WIDTH: NO PAVING MACHINE REQUIRED. STINGER VIBRATORS AND
METAL STRAIGHT EDGES SHALL BE USED TO CONSOLIDATE CONCRETE.

7.2. SIDEWALKS 8' IN WIDTH OR WIDER: VIBRATING SCREED WITH TWO HAND HELD STINGER VIBRATORS
SHALL BE USED TO CONSOLIDATE CONCRETE.

7.3. CONCRETE FINISH IS TO BE LIGHT BROOM FINISH. NO “WHIRLEY BIRD" TYPE FINISHING MACHINES
WILL BE ALLOWED.

8. SIDEWALKS SHALL BE CLASS “A” CONCRETE.

9.CONCRETE TEMPERATURE PRIOR TO PLACEMENT SHALL NOT EXCEED 95°F, (35°C).

10. THE MAXIMUM TIME INTERVAL TO PLACE CONCRETE FROM ADDITION OF INITIAL WATER:

10.1. AGITATED CONCRETE

10.1.1.  90°F OR ABOVE 45 MINUTES

10.1.2. 75°F TO 89°F 60 MINUTES

10.1.3.  35°F TO 74°F 90 MINUTES
10.2. NON-AGITATED CONCRETE

10.2.1.  80°F OR ABOVE 15 MINUTES

10.2.2. 35°F TO79°F 30 MINUTES

1I.FROM MAY IST THROUGH SEPTEMBER 30 ALL MIXES SHALL INCLUDE A RETARDING AGENT

17. WHEN CONCRETE WALK IS ADJACENT TO EXISTING CONCRETE, DEPTH AND BITUMINOUS EXPANSION
JOINT FILLER SHALL BE SUFFICIENT TO PREVENT CONCRETE TO CONCRETE CONTACT BETWEEN WALK
AND CONCRETE.

18. WHEN SIDEWALK IS ADJACENT TO CURB, A SITE SPECIFIC DETAIL SHALL BE PROVIDED.
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12. SIDEWALK SUBGRADE WILL BE COMPACTED TO A MINIMUM 95% STANDARD PROCTOR DENSITY. m
13. A MAXIMUM OF | INCH SAND MAY BE USED FOR LEVEL UP ONLY.
I4. V2" EXPANSION JOINTS SHALL BE SPACED AT 60' MAXIMUM INTERVALS, OR AS OTHERWISE SPECIFIED.
JOINTS SHALL BE REDWOOD WITH #3 @ 12" OC (MIN 4 BARS) 2' SLIP DOWELS WITH END CAPS AT EQUAL AT CURB SECTION A_A
SPACING.
15. DOWEL SIDEWALKS ADJACENT TO INLETS INTO INLET PER CITY OF RICHARDSON STANDARD DETAILS.
16. SEAL ALL JOINTS WITH GRAY RUBBER SEALANT. CONTRACTOR TO SUBMIT SEALANT FOR APPROVAL.
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. ALL BARRIER FREE RAMPS CONSTRUCTION SHALL CONFORM TO THE REQUIREMENTS OF THE TEXAS
DEPARTMENT OF LICENSING AND REGULATION (TDLR), TEXAS ACCESSIBILITY STANDARDS (TAS),
PUBLIC RIGHT-OF-WAY ACCESSIBILITY GUIDELINES (P.R.0.W.A.G.) AND MATCH CITY OF RICHARDSON
STANDARD DETAILS IN APPEARANCE AS MUCH AS POSSIBLE. DETAILS ARE REPRESENTATION OF
REQUIREMENTS AND ARE INTENDED TO PROVIDE GUIDANCE. IT IS THE RESPONSIBILITY OF THE DESIGN
PROFESSIONAL AND THE CONTRACTOR TO ENSURE THAT ALL RAMPS CONSTRUCTED MEET THE
REQUIREMENTS.

2. SHOULD FIELD CONDITIONS VARY FROM PLAN INFORMATION, THE CONTRACTOR SHALL CONTACT THE

ENGINEER PRIOR TO PROCEEDING WITH CONSTRUCTION.

BARRIER FREE RAMPS SHALL BE FIELD APPROVED BY THE CITY PRIOR TO PLACEMENT OF CONCRETE.

4. THE FOLLOWING CRITERIA MUST BE MET ON ALL NEW RAMP CONSTRUCTION:

RAMP MAX. LONGITUDINAL SLOPE = I:12 (8.33%)
RAMP MAX. TRANSVERSE SLOPE =2.0%

LANDING AREA MAX SLOPE IN ALL DIRECTIONS = 2%
TRANSITION AREA MAX. LONGITUDINAL SLOPE = 2%

5. CONTRACTOR SHALL FIELD SURVEY ALL TIE-IN POINTS AND VERIFY THE MAXIMUM SLOPES ARE NOT
EXCEEDED PRIOR TO PLACEMENT OF PAVING.

6. DIMENSIONS SHOWN ON STANDARD DETAILS ARE APPROXIMATE AND WILL VARY DEPENDING ON
EXISTING SIDEWALK AND STREET LONGITUDINAL AND CROSS SLOPES. DIMENSIONS SHOWN ASSUME
EXISTING LONGITUDINAL AND CROSS SLOPES ARE LESS THAN 2%. RAMP LOCATIONS WITH
LONGITUDINAL OR CROSS SLOPES EXCEEDING 2% SHOULD BE ADDRESSED BY SEPARATE DESIGN
DETAILS THAT COMPLY WITH TEXAS PUBLIC RIGHT-OF-WAY ACCESSIBILITY GUIDELINES (P.R.0.W.A.G.)
AND MATCH CITY OF RICHARDSON STANDARD DETAILS IN APPEARANCE AS MUCH AS POSSIBLE.

7. RAMPS FOR SIDEWALK WITH WIDTHS OTHER THAN SHOWN ON THESE DETAILS SHOULD BE ADJUSTED
TO FIT DIMENSIONS OF THE APPROACH SIDEWALKS CALLED FOR ON PLAN SHEETS.

8. PAYMENT FOR INSTALLATION OF BARRIER FREE RAMPS SHALL INCLUDE SAWCUT, REMOVAL AND
DISPOSAL OF EXISTING CURB AND GUTTER, SIDEWALK, ALL EXCAVATION NECESSARY TO CONSTRUCT
RAMPS PER CITY STANDARDS, INCLUDING ALL LABOR, MATERIAL AND OTHER MISCELLANEOUS
APPURTENANCES.

9. THE CONTRACTOR MUST NOTIFY THE CITY PRIOR TO INSTALLATION OF CONCRETE IF THE APPROACH
SLOPE OF THE EXISTING SIDEWALK EXCEEDS 5% OR HAS A CROSSFALL GREATER THAN 2% AND NO
DESIGN DETAILS ARE PROVIDED FOR THAT SPECIFIC LOCATION.

10. A CURB SHALL BE CONSTRUCTED AT THE BACK OF THE RAMP WHEN ELEVATION DIFFERENCE
EXCEEDS 6"

Il. DETECTABLE WARNING SURFACES SHALL BE A MINIMUM OF 24 INCHES IN DEPTH IN THE DIRECTION
OF PEDESTRIAN TRAVEL, AND EXTEND THE FULL WIDTH (2 INCH MAX BORDER) OF THE CURB RAMP OR
LANDING WHERE THE PEDESTRIAN ACCESS ROUTE ENTERS THE STREET.

12. DETECTABLE WARNINGS CAN BE A.D.A. REPLACEABLE (WET SET) COMPOSITE TACTILE WARNING
SURFACE UNIT (GRAY) AVAILABLE FROM A.D.A. SOLUTIONS (OR APPROVED EQUAL) OR CONTRACTOR
TRUNCATED DOME BRICK PAVERS PER DETAIL. IF COMPOSITE TACTILE WARNING SURFACE UNIT IS
USED, CONTRACTOR SHALL CONTINUE SIDEWALK THICKNESS BENEATH TACTILE WARNING SURFACE
UNIT. IF TRUNCATED DOME PAVERS ARE USED, CONTRACTOR SHALL FOLLOW BRICK PAVER OPTION
DETAIL.
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NOTES:

|.  CONTRACTOR MAY CHOOSE TO USE BRICK PAVERS IN LIEU OF COMPOSITE TACTILE WARNING SURFACE.

2. BRICK PAVERS SHALL BE 7 ¥'x 3 ex 2 WITH "CHARCOAL" COLOR MEETING ADA SECTION 4.29.2
(PAVESTONE DETECTABLE WARNING PAVER OR APPROVAL EQUAL). PAVERS SHALL HAVE DETECTABLE
WARNING THAT CONSIST OF RAISED TRUNCATED DOMES WITH A DIA. OF 0.9 IN. (23MM), A HEIGHT OF
NOMINAL 0.2 IN. (5MM) AND A CENTER TO CENTER SPACING OF NOMINAL 2.35 IN. (60MM). PAVERS
SHALL BE SAWED (NOT BROKEN).

3. A VIBRATORY PLATE SHALL BE USED TO CONSOLIDATE PAVERS AFTER INSTALLATION. CONTRACTOR
SHALL PREVENT DAMAGE TO PAVERS FROM VIBRATORY PLATE BY COVERING PAVERS WITH PLYWOOD,
OR OTHER METHOD APPROVED BY THE CITY. ANY DAMAGE PAVERS WILL BE REPLACED AT THE
CONTRACTOR'S EXPENSE.

GENERAL NOTES
BARRIER FREE RAMP g

REVISION DESCRIPTION DATE

COMMERCIAL DRIVEWAY - TYPE A (ADJACENT TO CURB)

NEW FORMAT 1212912023

BARRIER FREE RAMP >

NOT TO SCALE

REVISION DESCRIPTION DATE

COMMERCIAL DRIVEWAY - TYPE B (OFFSET FROM CURB)

NEW FORMAT 12129/2023

BARRIER FREE RAMP 2

NOT TO SCALE

REVISION DESCRIPTION DATE

DETECTABLE WARNING - BRICK PAVER OPTION

NEW FORMAT 1212912023

BARRIER FREE RAMP o

NOT TO SCALE

REVISION DESCRIPTION DATE

NEW FORMAT 1212912023

NOT TO SCALE

NOTES:

|.  CURB SHOULD NOT BE LESS THAN 3" AT MAXIMUM HEIGHT. IF MAXIMUM CURB HEIGHT WILL BE 3"
OR LESS, THEN GRADE GROUND TO AVOID NEED FOR CURB. GRADE TO SMOOTH TRANSITION TO
EXIST GRADE (NO SHARP GRADE BREAKS)

NOTES:

|.  CURB SHOULD NOT BE LESS THAN 3" AT MAXIMUM HEIGHT. IF MAXIMUM CURB HEIGHT WILL BE 3"
OR LESS, THEN GRADE GROUND TO AVOID NEED FOR CURB. GRADE TO SMOOTH TRANSITION TO
EXIST GRADE (NO SHARP GRADE BREAKS)

NOTES:

|.  CURB SHOULD NOT BE LESS THAN 3 IN. AT MAXIMUM HEIGHT. IF MAXIMUM CURB HEIGHT WILL BE 3"
OR LESS, THEN GRADE GROUND TO AVOID NEED FOR CURB. GRADE TO SMOOTH TRANSITION TO
EXIST GRADE (NO SHARP GRADE BREAKS)

2. THIS DETAIL SHALL ONLY BE USED WHEN EXISTING SIDEWALK IS ADJACENT TO CURB AND SITE
LIMITATIONS DO NOT ALLOW SIDEWALK TO BE SHIFTED AWAY FROM CURB. CITY PREFERRED
OPTION IS TO SHIFT SIDEWALK TO ALLOW FOR TYPE A RAMP. TYPE C RAMP SHALL ONLY BE USED
WHEN ALLOWED BY OWNER.

/2 S STANDARD DETAILS SDW-09 /2 e STANDARD DETAILS SDW-10 /2 0 STANDARD DETAILS SDW-II /2 0 STANDARD DETAILS SDW-12
TAPER CURB FROM 6* TO 0" OVER TAPER CURB FROM 6" TO 0" OVER TAPER CURB FROM 6" TO 0* OVER . |
* MINIMUM LENGTH, TYP. g * MINIMUM LENGTH, TYP. o * MINIMUM LENGTH, TYP. v TAPER CURB FROM 6° TO 0" OVER
6' MINIMUM LENGTH, TYP o 6' MINIMUM LENGTH, TYP §| 6 v GTH, TYI §| 6' MINIMUM LENGTH, TYP.
PAY LIMITS FOR RAM PAY LIMITS FOR RAM PAY LIMITS FOR RAM
RADE GROUND SMOOTH TO MATCH, TYP. RADE GROUND SMOOTH TO MATCH, TYP. ':5: RADE GROUND SMOOTH TO MATCH, TYP. & RADE GROUND SMOOTH TO MATCH, TYP.
[T,
URB ONLY WHEN NECESSARY URB ONLY WHEN NECESSARY PAY LIMITS FOR RAM 9 CURB ONLY WHEN NECESSARY TAPER CURB 0" TO 6"
DUE TO EXIST GRADES DUE TO EXIST GRADES z /  DUE TO EXIST GRADES
5
& .
2' DEEP DETECTABLE 2' DEEP DETECTABLE 1 2 2 DEEP DETECTABLE |
" e 7 WARNING SURFACE (6
' WARNING SURFACE (6 . .
WARNING SURFACE (6 2' DEEP DETECTABLE < MAX FROM FACE OF CURB)
MAX FROM FACE OF CURB) MAX FROM FACE OF CURB) WARNING SURFACE (6" f {
MAX FROM FACE OF CURB)
1:12 1112
MAX EXIST. EXIST. MAX EXIST. EXIST.
/ -2 SIDEWALK SIDEWALK — SIDEWALK SIDEWALK
PATH OF JRAVEL ____ _ PATH OF TRAVEL___ PATHOF TRAVEL. [/ _ PATH QF TRAVEL__
ROW _ ROW / / _ ROW
CURB ONLY WHE| & CURB ONLY WHEI ROW .
NECESSARY DUE 9% URB ONLY IF NEEDED DUE TO NECESSARY DUE URB ONLY IF NEEDED DUE TO URB ONLY IF NEEDED DUE TO URB ONLY IF NEEDED DUE TO
TO EXIST GRADES EXISTING GRADES; TO EXIST GRADES EXISTING GRADES; EXISTING GRADES; EXISTING GRADES;
g | TAPER CURB 0" TO 6" | TAPER CURB 0" TO 6" TAPER CURB 0" T0 6 N | TAPER CURB 0" TO 6"
o= ROVIDE MIN. 4FT X 4FT LANDING PROVIDE MIN. 4LFT X 4FT LANDING ROVIDE MIN. 4FT X 4LFT LANDING TE ROVIDE MIN. 4FT X 4FT LANDING
(MAX 2% IN ALL DIRECTIONS), MEASURED (MAX 2% IN ALL DIRECTIONS), MEASURED (MAX 2% IN ALL DIRECTIONS), MEASURED (MAX 2% IN ALL DIRECTIONS), MEASURED
| TO FACE OF CURB (ACTUAL SIZE WILL VARY | TO FACE OF CURB (ACTUAL SIZE WILL VARY TO FACE OF CURB (ACTUAL SIZE WILL VARY i . | TO FACE OF CURB (ACTUAL SIZE WILL VARY
~ BASED ON CURB RADIUS AND SIDEWALK ~ BASED ON CURB RADIUS AND SIDEWALK BASED ON CURB RADIUS AND SIDEWALK TAPER CURB 0" TO 6 ~ BASED ON CURB RADIUS AND SIDEWALK
\EETBACK FROM CURB) \EETBACK FROM CURB) SETBACK FROM CURB) \EETBACK FROM CURB)
XPANSION JOINT AT TOP OF RAMP, TYP. XPANSION JOINT AT TOP OF RAMP, TYP. XPANSION JOINT AT TOP OF RAMP, TYP. \M XPANSION JOINT AT TOP OF RAMP, TYP.
Fz
— — =z ; IN SFTXSFT PANEL AT TOP OF RAMP; 5% MAX
wZ \MIN 5FTXSFT PANEL AT TOP OF RAMP; 5% MAX wZ \MIN 5FTXSFT PANEL AT TOP OF RAMP; 5% MAX o= R:JT\IP?IT\I-FGXZiEFF’EANTEYI;’AT TOP OF RAMP: 5% MAX Z RUNNING SLOPE, TYP.
w \ RUNNING SLOPE, TYP. w0 \ RUNNING SLOPE, TYP. A \
TAPER SECTION REQUIRED WHERE EXIST TAPER SECTION REQUIRED WHERE EXIST < TAPER SECTION REQUIRED WHERE EXIST
3 SIDEWALK IS LESS THAN 5'-0" WIDTH; 3 SIDEWALK IS LESS THAN 5'-0" WIDTH; LAYOUT FOR REFERENCE . § ;“DF;EV?AfiCITS'OLESRSE%'/S:Z.Y";EMF}IEDEQ(}ST é SIDEWALK IS LESS THAN 5'-0" WIDTH;
= TAPER TOWARD THE STREET WHEN POSSIBLE; = TAPER TOWARD THE STREET WHEN POSSIBLE; IF BOTH SIDES B TAFER TO EXTEND MIN 51N LENGTH OR TO = TAPER TOWARD THE STREET WHEN POSSIBLE;
oW TAPER TO EXTEND MIN 5' IN LENGTH OR TO wu TAPER TO EXTEND MIN 5' IN LENGTH OR TO ADJACENT TO CURB AND xo NEAREST JoINe: PAY TAPER SECTION AS & ow TAPER TO EXTEND MIN 5' IN LENGTH OR TO
i) NEAREST JOINT; PAY TAPER SECTION AS 5' i) NEAREST JOINT; PAY TAPER SECTION AS 5' ROW DOES NOT ALLOW WIDE SIDEWALK. TyP S5 NEAREST JOINT; PAY TAPER SECTION AS 5
WIDE SIDEWALK, TYP. WIDE SIDEWALK, TYP. SHIFTING AWAY FROM ’ . WIDE SIDEWALK, TYP.
CURB

NOTES:

I. ARTERIAL AND COLLECTORS SHOULD UTILIZE THE CURRENT EDITION OF THE TXDOT STANDARD PED
DETAILS AND SHOULD HAVE TWO DIRECTIONAL RAMPS. THIS DETAIL SHALL ONLY BE USED AT
ARTERIALS AND COLLECTORS WHEN ROW LIMITATIONS DO NOT ALLOW FOR TWO DIRECTIONAL
RAMPS. OWNER APPROVAL REQUIRED.
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NEW FORMAT 12/29/2023
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NEW FORMAT 12/29/2023

BARRIER FREE RAMP °
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COLLECTOR/ARTERIAL STREET - TYPE D (TWO DIRECTION)

NEW FORMAT 1212912023

BARRIER FREE RAMP °
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REVISION DESCRIPTION DATE

NEW FORMAT 1212912023
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CONCRETE FLUME TO ALLEY #3—/

BARS 24" SMOOTH DOWELS AND
CAPS (TYP) ON 18" 0.C.

EXPANSION JOINT-
| ]| ALLEY EDGE

FLUME—]

EXPANSION JOINT-

ONNECT FLUME TO SIDEWALK #3
BARS 24" DOWELS AT 18" 0.C.

N/
;OOLED JOINT (SEE; L 4'-0" (OR 5'-0") CONCRETE
IDEWALK DETAIL) I SIDEWALK (SEE SIDEWALK DETAIL)
5'-6" BACK OF CURB TO 4-0"
EDGE OF WALK o

/—STREET CURB

NOTES:

FLUMES LOCATED BETWEEN RESIDENTIAL LOTS SHALL TIE TO ALLEY AND SIDEWALK.
FLUMES SHALL BE CLASS "A" CONCRETE WITH EXPOSED AGGREGATE FINISH (I*-#4 LATTIMORE RIVER
GRAVEL OR EQUAL).

(FOR POSITIVE OVERFLOW)

/4" TOOLED RADIU!

—N
"—ZR

5'-0" MIN.

6"

N T

TOP OF CURI

EXPANSION JOINT:

)

\l_ NO. 3 BARS 18" 0.C. EACH WAY

L' TRANSITION

18" 0.C.

ALLEYX

SIDEWALK
/_ TOP OF CURB—\
T

SURROUNDING GROUND
LEVEL 0.5% MIN SLOPE

XPANSION JOINT

ONNECT FLUME TO
SIDEWALK W/ 24" #3
SMOOTH DOWELS AT

INTENTIONALLY LEFT BLANK

INTENTIONALLY LEFT BLANK
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STANDARD DETAILS

CITY OF RICHARDSON, TEXAS
NO ADDITIONS OR CHANGES TO STANDARD DETAIL SHEETS UNLESS APPROVED BY CITY OF RICHARDSON

3. 1/2" EXPANSION JOINTS SHALL BE SPACED 40' MAX. INTERVALS, OR AS SPECIFIED AND JOINTS SHALL
BE REDWOOD WITH THREE (3) #3 2' SLIP DOWELS WITH THE END CAPS AT EQUAL SPACING AND 2% MAX.
SEALED. CONTRACTOR TO SUBMIT SEALANT TO BE APPROVED. (OR 0,5%)
4. FLUME AND SIDEWALK SUBGRADE SHALL BE COMPACTED TO 95% STANDARD PROCTOR DENSITY. -—
5. 1/L4" SAW JOINTS SHALL BE SPACED AT 20' MAX. INTERVALS.
6. AN 8' LONG SECTION OF 4' (0R 5') WIDE SIDEWALK WILL BE CONSTRUCTED, AND CONNECTED, WITH
THE FLUME THE SIDEWALK WILL HAVE A STANDARD SIDEWALK FINISH (NOT EXPOSED AGGREGATE). ONNECT FLUME TO ALLEY W/ 24"
7. FLUMES ARE TO BE CONSTRUCTED TO PROVIDE POSITIVE OVERFLOW DRAINAGE ACCORDING TO THE #3 SMOOTH DOWELS AT 18" 0.C.
FOLLOWING:
7. LOW POINT INLET IN STREET: FLUME TO SLOPE FROM STREET TO ALLEY.
7. LOW POINT INLET IN ALLEY: FLUME TO SLOPE FROM ALLEY TO STREET. IF FLUME SLOPES FROM
ALLEY TO STREET, A SITE SPECIFIC DETAIL MUST BE GENERATED. NOTIFY PROJECT MANAGER.
8. MINIMUM SLOPE OF FLUME TO BE 0.5% (REFER TO DRAINAGE PLAN).
9. WHERE INLETS ARE CLOSER THAN 6 INCHES FROM SIDEWALK, THE SIDEWALK SHOULD BE WIDENED TO
ABUT AGAINST THE INLET.
FLUME (I OF 2) FLUME (2 OF 2) e RESERVED =ESERVED
0 NEW FORMAT 12/29/2023 0 NEW FORMAT 12/29/2023
NOT TO SCALE NOT TO SCALE NOT TO SCALE
RICHARDSON RICHARDSON] NOT TO SCALE
/2 STANDARD DETAILS SDW-17 /2 STANDARD DETAILS SDW-18 /2 ey STANDARD DETAILS SDW-19 72 Ty STANDARD DETAILS SDW-20
INTENTIONALLY LEFT BLANK INTENTIONALLY LEFT BLANK INTENTIONALLY LEFT BLANK INTENTIONALLY LEFT BLANK
RESERVED RESERVED vy | _oeserrrion RESERVED RESERVED
NOT TO SCALE NOT TO SCALE NOTTO SCALE
RICHARDSON RICHARDSON| NOT TO SCALE
/2 0 STANDARD DETAILS SDW-2l /2 0 STANDARD DETAILS SDW-22 /2 0 STANDARD DETAILS SDW-23 /2 0 STANDARD DETAILS SDW-24
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