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NOTES: 1. PULL BOXES SHALL BE POLYMER CONCRETE REINF.    BY HEAVY WEAVE FIBERGLASS AND RATED FOR A MIN.    LOAD OF 8,000 LBS. OVER A 10"X10" AREA. 2. TYPE III PULL BOXES SHALL BE USED FOR CONTROLLER    FOUNDATIONS. ALL OTHER TYPES ARE SHOWN ON THE PLANS. 3. EXTERIOR DIMENSIONS FOR PULL BOXES ARE AS FOLLOWS:    WIDTH:           HEIGHT:           LENGTH:   I. 14"              12 "                14" 14"                14"   II. 16 "             12"                27 " 14"             12"                27 " 14"   III. 20 "            12"                33 " 18"            12"                33 " 18" 4. ALL PULL BOXES SHALL BE SUPPORTED WITH CONCRETE    BRICK IN EACH CORNER. 5. ALL PULL BOXES SHALL HAVE THE LOGO "TRAFFIC    SIGNAL OR STREET LIGHTING" AS REQUIRED. 6. ALL PULL BOXES NOT IN SIDEWALK OR MEDIAN    PAVING SHALL HAVE A 5" APRON. 
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INSTALLATION PROCEDURE: THREADS OF ANCHOR BOLTS SHALL BE COATED WITH PIPE JOINT COMPOUND OR TAPE PRIOR TO INSTALLATION OF CONCRETE. ANY EXCESS CONCRETE ON THREADS SHALL BE REMOVED.
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NOTE: THE CONTRACTOR SHALL NOTIFY THE CITY OF RICHARDSON AT 972-744-4460       AT LEAST 3 DAYS PRIOR TO SIGNAL CONSTRUCTION AFTER UTILITY LOCATES ARE SECURE.       THE CITY SHALL APPROVE LOCATIONS FOR TRAFFIC SIGNAL FOUNDATIONS AND PULL BOXES.       THE CONTRACTOR SHALL INSURE THAT ALL TRAFFIC SIGNAL LOCATIONS ARE LOCATED        IN THE RIGHT-OF-WAY AVOIDING CONFLICTS WITH EXISTING UTILITIES.
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