GENERAL

1. EXISTING TOPSOIL EXCAVATED FOR THE PROJECT SHALL BE SALVAGED, STOCKPILED AND
REINSTALLED TO FINAL GRADE. IF TOPSOIL MATERIAL IS NOT SALVAGED OR IS INSUFFICIENT TO
ESTABLISH FINAL GRADE, THE CONTRACTOR SHALL PROVIDE IMPORTED TOPSOIL AT NO ADDITIONAL
COST.
BLOCK SOD TO MATCH EXISTING GRASS TYPE IN THE ADJACENT PROPERTY SHALL BE INSTALLED ON
4 INCHES OF CLEAN TOP SOIL IN ALL DISTURBED PARKWAY AREAS. THE COST OF TOPSOIL SHALL BE
SUBSIDIARY TO THE INSTALLATION OF THE SOD.
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IRRIGATION

1. THE CONTRACTOR SHALL ADJUST, REPLACE AND RECONSTRUCT ALL EXISTING IRRIGATION
FACILITIES ALONG THE PROJECT LIMITS THAT ARE DISTURBED BY CONSTRUCTION ACTIVITIES. ALL
IRRIGATION REPLACEMENT OR REPAIRS SHALL BE CONSIDERED SUBSIDIARY TO THE CONSTRUCTION,
UNLESS OTHERWISE NOTED.
THE CONTRACTOR SHALL ENGAGE THE SERVICES OF A LANDSCAPE IRRIGATION DESIGN
PROFESSIONAL CURRENTLY LICENSED BY THE STATE OF TEXAS FOR THE DESIGN OF ALL IRRIGATION
ADJUSTMENTS AND REPAIRS.
CONTRACTOR SHALL BE REQUIRED TO PROVIDE TEMPORARY WATERING OF ALL EXISTING
LANDSCAPE IMPROVEMENTS WITHIN OR ADJACENT TO THE PROJECT AREA THROUGH USE OF A
WATER TRUCK OR OTHER MEANS. TEMPORARY WATERING SHALL BE REQUIRED UNTIL ALL
IRRIGATION SYSTEMS HAVE BEEN MADE FULLY OPERATIONAL AND THE PROJECT HAS BEEN
ACCEPTED BY THE CITY.
ANY LANDSCAPE THAT IS DAMAGED DUE TO LACK OF WATERING SHALL BE REPLACED AT
CONTRACTORS SOLE EXPENSE.
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TREE REMOVAL

1. CONTRACTOR SHALL MARK ALL TREES AND SHRUBS TO BE REMOVED BY WRAPPING ORANGE
PLASTIC RIBBON AROUND THE TRUNK A MINIMUM OF 14 DAYS PRIOR TO ANY REMOVAL.
CONTRACTOR SHALL OBTAIN THE OWNER'S REPRESENTATIVES APPROVAL OF ALL TREES AND
SHRUBS MARKED TO BE REMOVED PRIOR TO THE START OF TREE AND SHRUB REMOVAL. ANY TREES
NOT SHOWN ON PLANS TO BE REMOVED, SHALL REQUIRE WRITTEN PERMISSION FROM OWNER PRIOR
TO REMOVAL.
CONTRACTOR MUST NOTIFY CITY PROJECT MANAGER AND INSPECTOR A MINIMUM OF 14 DAYS PRIOR
TO STARTING REMOVAL PROCESS.
IN THE EVENT THAT AN ENDANGERED OR THREATENED SPECIES IS SPOTTED, THE CONTRACTOR
SHALL STOP TREE REMOVAL ACTIVITIES AND THE CITY WILL FOLLOW ALL APPLICABLE LAWS AND
REGULATIONS, INCLUDING BUT NOT LIMITED TO LIMITING TREE REMOVAL WINDOW TO OUTSIDE OF
MIGRATORY AND NESTING SEASON.
VEGETATION SHALL BE REMOVED FROM SITE WITHIN THREE BUSINESS DAYS AND DISPOSED IN A
LEGAL MANNER.
STUMP SHALL BE GROUND A MINIMUM OF 3 INCHES BELOW FINISHED GRADE. IF NEW PLANTINGS WILL
BE INSTALLED IN THE SAME AREA, STUMPS SHALL BE REMOVED. GRINDING AND/OR REMOVAL OF
STUMP SHALL BE SUBSIDIARY TO TREE REMOVAL PAY ITEM UNLESS OTHERWISE NOTED.
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TREE PROTECTION

. THE CONTRACTOR SHALL PROTECT ALL TREES WITHIN AND ADJACENT TO THE LINE OF WORK DURING
CONSTRUCTION UNLESS OTHERWISE NOTED ON PLANS. TREE PROTECTION SHALL BE INSTALLED
PRIOR TO COMMENCING OTHER CONSTRUCTION ACTIVITIES AND SHALL BE MAINTAINED AND
REPAIRED AS NEEDED DURING CONSTRUCTION. TREE PROTECTION SHALL REMAIN UNTIL THE FINAL
PROJECT INSPECTION IS SCHEDULED WITH THE CITY.

. INSTALL TREE PROTECTION USING PROTECTIVE FENCING DETAIL. HOWEVER SHOULD SPACE NOT BE
ADEQUATE, TRUNK PROTECTION BOARDS CAN BE USED WITH THE APPROVAL OF PROJECT MANAGER
OR CITY INSPECTOR.

. NO TREES SHALL BE CUT OR REMOVED, EXCEPT AS SHOWN ON THE PLANS WITHOUT THE SPECIFIC
WRITTEN PERMISSION OF THE CITY. PAY ITEMS IN THE CONTRACT FOR TREE REMOVAL ARE TO BE
USED ONLY AS DIRECTED BY THE CITY.

. ANY TREE ROOTS LARGER THAN 1 INCH DIAMETER UNDER THE DRIP LINE OF TREE CANOPY THAT
NEEDS TO BE CUT, SHALL BE CUT CLEAN. REFER TO ROOT PRUNING DETAIL FOR ADDITIONAL
INFORMATION.

. MATERIAL SHALL NOT BE STOCKPILED UNDER THE DRIP LINE OF A TREE.

. CONTRACTOR SHALL NOT PARK OR IDLE EQUIPMENT OR VEHICLES BELOW DRIP LINE OF TREES.

. TREES ALONG CONSTRUCTION CORRIDOR SHALL BE TRIMMED PRIOR TO COMMENCING
CONSTRUCTION. TREES SHALL BE TRIMMED UNDER SUPERVISION OF CERTIFIED ARBORIST AND
SHALL BE COORDINATED WITH THE CITY OF RICHARDSON PARKS DEPARTMENT.

. IF THE CONTRACTOR FAILS TO COMPLY WITH THE PLANS AND SPECIFICATION REQUIREMENTS FOR
TREE PROTECTION, THE TREE WILL BE CONSIDERED A TOTAL LOSS AND A CITY APPROVED
REPLACEMENT SHALL BE PROVIDED AT CONTRACTORS SOLE EXPENSE.

. DEEP ROOT FERTILIZATION OR VERTICAL COMPOSTING MAY BE REQUIRED BY CITY OF RICHARDSON
PARKS DEPARTMENT. DEEP ROOT FERTILIZATION OR VERTICAL COMPOSTING SHALL BE DONE UNDER
THE DIRECTION OF CERTIFIED ARBORIST.
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CROWN DRIP LINE FOR TREE PROTECTION AREA

ORANGE NYLON,
POLYPROPOLENE OR HDPE
FENCING WITH MAX 3.5"
OPENINGS

2" STEEL POSTS OR
APPROVED EQUAL @ 5'-0" O.C.
(MAX). WITH 1'-6" MINIMUM
EMBEDMENT IN SOIL.

IAINTAIN EXIST GRADE WITH
TREE PROTECTION FENCE
UNLESS OTHERWISE
INDICATED

4.0
(MIN)

NOTES:

1. DURING CONSTRUCTION, NO ACCESS IS PERMITTED WITHIN THE PROTECTIVE FENCE FOR ANY
PURPOSE, EXCEPT TRASH REMOVAL AND LANDSCAPE MAINTENANCE.

2. DURING CONSTRUCTION, AREA WITHIN THE TREE PROTECTION FENCE SHALL BE WATERED AT A
RATE TO BE DETERMINED BY CITY OF RICHARDSON PARKS DEPARTMENT, INCLUSIVE OF RAINFALL.
WATERING IS SUBSIDIARY TO PROJECT. (NO SEPARATE PAY)

3. CONTRACTOR SHALL BE RESPONSIBLE FOR VERIFYING AND AVOIDING UNDERGROUND UTILITIES OR

OTHER IMPROVEMENTS PRIOR TO PLACEMENT OF TREE PROTECTION FENCING.
. FIRMLY ATTACH FENCE FABRIC TO EACH POST WITH HEAVY DUTY PLASTIC ZIP TIES AT TOP, BOTTOM

AND TWO OTHER EQUALLY SPACED INTERMEDIATE LOCATIONS ON EACH POST

IS

2" THICK MIN TREE
/_PROTECTION BOARDS;

DO NOT COVER ROOT FLAR

PROVIDE SHREDDED HARDWOO!
MULCH TO 6" DEPTH OVER ROOTS
DURING CONSTRUCTION. ENSURE
THAT MULCH IS NOT IN CONTACT

WITH TREE TRUNK

TIE BOARDS SECURELY AT TOP,
BOTTOM AND CENTER WITH HEAVY
DUTY CORD, WIRE OR CABLE CHOKERS

NOTES:
1. THIS DETAIL MAY ONLY BE USED WHERE PLANS SHOW PROPOSED CONSTRUCTION WITHIN DRIP LINE
OF LINE WITH AUTHORIZATION OF PROJECT MANAGER.
2. DO NOT DRIVE NAILS OR ANCHORS INTO BOARDS OR INTO TREE TRUNK PROTECTION BOARDS.
3. DO NOT PUNCTURE TREE TRUNK.

RICHARDSON
TEXAS

/

STANDARD DETAILS

CITY OF RICHARDSON, TEXAS
NO ADDITIONS OR CHANGES TO STANDARD DETAIL SHEETS UNLESS APPROVED BY CITY OF RICHARDSON

VEGETATION

NOTES (I OF 2) NOTES (Z OF 2) TREE PROTECTION TREE PROTECTION
VEGETATION [ INITIAL VERSION 01/31/2024 VEGETAT'ON [ INITIAL VERSION 01/31/2024 PROTECT'VE FENC'NG 0 INITIAL VERSION 01/31/2024 TRUNK PROTECT'ON BOARDS 0 INITIAL VERSION 01/31/2024
NOT TO SCALE NOT TO SCALE NOT TO SCALE NOT TO SCALE
/2 STANDARD DETAILS VEG-0I /2 e STANDARD DETAILS VEG-02 /2 0 STANDARD DETAILS VEG-03 /2 0 STANDARD DETAILS VEG-04
PREVAILING WIND REMOVE NURSERY STAKE. IF
(NORTH) . CENTRAL LEADER NEEDS TO BE
32" LONG NON ABRASIVE STRAIGHTENED OR HELD
RUBBER TIES. ERECT, IT IS ACCEPTABLE TO
ATTACH A$'X8'=0" BAMBOO
! POLE TO THE CENTRAL LEADER
STAKES OR TRUNK.
THREE TWO INCH STEEL STAKES
(T-POSTS). INSTALL
APPROXIMATELY 2" AWAY FROM
00T PRUNING TRENCH; LEDGE OF THE ROOT BALL.
USE ROCK SAW, CHAIN PLAN VIEW STAKE LOCATION SHALL NOT
TRENCHER OR SIMILAR o INTERFERE WITH PERMANENT
TRENCHING DEVICE TO MAKE A BRANCHES.
VERTICAL CUT WITHIN 20" OF ROOT BALL SURFACE BE
LIMIT OF GRADING; TRUNK CALIPER SHALL MEET- POSITIONED ONE-QUARTER INCH|
AFTER INITIAL TRENCH CUT, ANSI Z60 CURRENT EDITION ABOVE FINISHED GRADE
MAKE CLEAN CUTS WITH LOPPER, .
SAW OR PRUNE TO REMOVE ALL z FORROOT BALL SIZE XISTING SITE SOIL ADDED TO
TORN ROOT ENDS AND i ROOT BALL MODIFIED AS REQUIRED gsgaTTEHfé sT%?%T:HTLFéAgﬂsTIIE%N
BACKFILL TRENCH IMMEDIATELY g
©  ROUND TOPPED SOIL BERM 4" ROOT BALL TO THE FINISHED
WITH EXISTING SOIL, FILLING ALL
VoIS : HIGH X 8" WIDE ABOVE ROOT BALL GRADE AT A 15% MAX SLOPE INTENTIONALLY LEFT BLANK INTENTIONALLY LEFT BLANK
SURFACE SHALL BE
CONSTRUCTED AROUND THE ORIGINAL GRADE
- ROOT BALL. BERM SHALL BEGIN
5 AT ROOT BALL PERIPHERY. INISHED GRADE
N r ——— e~
|8"| - oz ‘”W@W”‘-WM LA M&Wm,
B 8" — = )
N‘E Vﬁ
|aREA TO BE EXCAVATED -- TR e, P EXISTING
OR FILLED
solL
4" LAYER OF MULCH. NO OOSENED SOIL. DIG AND TURN
MORE THAN 1" ON TOP BOTTOM OF ROOT BALL- THE SOIL TO REDUCE THE
OF ROOT BALL. DO NOT RESTS ON EXISTING OR COMPACTION AREA
FLARSS’V‘I/EE r\TASEcRHOgFTz RECOMPACTED SOILS. PRIOR TO MULCHING, LIGHTLY
3X WIDEST DIM OF ROOT BALL TAMP SOIL AROUND THE ROOT
ALLOW MULCH IN ! ! BALL IN 6" LIFTS TO BRACE
CONTACT WITH THE TREE. WHEN THE PLANTING
TREE TRUNK. HOLE HAS BEEN BACKFILLED,
NOTES: POUR WATER AROUND THE
1. %QCCTI _II__SCATION OF ROOT PRUNING SHALL BE DETERMINED IN THE FIELD IN COORDINATION WITH ROOT BALL TO SETTLE THE
. SOIL.
2. EXCAVATED AREA MUST BE IMMEDIATELY BACKFILLED WITH EXCAVATED SOIL OR OTHER ORGANIC NOTES:
SOIL AS SPECIFIED PER PLAN OR BY THE CITY. 1. TREES SHALL BE PLANTED WITH THREE STAKES, UNLESS OTHERWISE DIRECTED BY THE CITY.
3. ROOTS SHALL BE CLEANLY CUT USING VIBRATORY KNIFE OR OTHER ACCEPTABLE EQUIPMENT. ROOT 2. PRIOR TO PLANTING, CONTRACTOR SHALL TEST DRAINAGE OF SOIL BY EITHER FILLING TREE WELL
PRUNING METHODS AND MEANS SHALL BE IN ACCORDANCE WITH ANSI STANDARD A3000. WITH WATER OR FILLING A 16" DEEP HOLE WITH WATER. IF WATER SITS IN HOLE FOR MORE THAN 24
4. ALL PRUNING MUST BE EXECUTED AT THE DRIP LINE SHOWN ON PLANS OR AS AUTHORIZED BY THE HOURS, CONTACT CITY PARK DEPARTMENT FOR GUIDANCE.
CITY. 3. WHEN TREE WELL IS CREATED USING AN AUGER, PLANTING HOLE SHALL BE SCARIFIED WITH A
5. SUPPLEMENTAL WATERING MAY BE REQUIRED FOR ROOT PRUNED TREES THROUGHOUT THE SHOVEL.
GROWING SEASON DURING CONSTRUCTION. 4. TREE STABILITY SHOULD BE EVALUATED A YEAR AFTER INSTALL AND DIRECTION TO REMOVE TREE
STAKES MAY BE GIVEN.
ROOT PRUNING REVISION DESCRIPTION DATE TREE PLANTING REVISION DESCRIPTION DATE RESERVED REVISION DESCRIPTION DATE RESERVED REVISION DESCRIPTION DATE
0 INITIAL VERSION 01/31/2024 0 INITIAL VERSION 01/31/2024
NOT TO SCALE NOT TO SCALE NOT TO SCALE NOT TO SCALE
/2 0 STANDARD DETAILS VEG-05 /2 0 STANDARD DETAILS VEG-06 /2 0 STANDARD DETAILS VEG-07 /2 0 STANDARD DETAILS VEG-08
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