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These guidelines have been created in order to establish uniform standards for the installation 

and maintenance of required erosion and sediment control systems. This is the standard for 

all commercial building sites in Richardson. Due to variations of site elevations or grade, some 

sites may have modified standards in order to meet the requirements of established 

ordinances. 

 

The first inspection for commercial new construction is the preconstruction stormwater 

inspection. This is performed by Building Inspector (BI), Simone Vine from the Building 

Inspection Department and must occur and receive approval before construction begins. 

Simone can be reached at 972-744-4196 and via email at Simone.Vine@cor.gov.  The 

following items are required to be in place at the preconstruction inspection: 

 

• Porta-let 

•  Trash receptacle 

• Debris fence as necessary 

• Silt fence 

•  Curlex 

•  Stabilized rock entrance 

•  Address of site 

•  Notice Of Intent (NOI) or Construction Site Notice (CSN) as appropriate 

 

The Contractor is responsible for erosion control and stabilization of all off-site disturbed 

areas resulting from the commercial construction operation. This includes areas used for 

material storage and/or staging during the construction. 
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EROSION CONTROL STANDARDS 

 

1. PORTA-LET: All commercial sites are required to have one porta-let for every 10 persons. 
Exception: The porta-let may be removed from the lot only when a working toilet is properly 
installed in the structure for the use of the workers. 
 

2. TRASH RECEPTACLE: An industrial refuse container is required for the duration of the 
project. The licensed waste hauler (WH) indicated on the building permit is the only WH 
allowed haul away trash and waste. Any trash hauled away from the construction site must 
be hauled by the waste hauler indicated on the permit. Also, each vehicle used by WH must 
be registered under the license and indicated on the permit or listed as a subcontractor under 
the general contractor. One of the two WH are accepted: 

a. IESI or  

b. A trash hauler that has registered with the City of Richardson as a trash hauler 
subcontractor. 
 

3. SILT FENCE: Silt fence must be properly trenched (see NCTCOG iSWM™ Technical Manual 
for Construction Controls for details). Where required, sites shall install debris fence barriers 
to help contain lightweight materials and debris to the project site. Debris fence shall be 
removed when project is ready for final inspection. 
 

4. EROSION CONTROL SYSTEMS: On all commercial sites, systems must be maintained as 
per the city approved erosion control plan submitted with project package. Once the sidewalk 
has been installed, curlex shall be installed between the curb and sidewalk with silt fence 
installed behind the sidewalk. Upon completion of final grade curlex shall be installed between 
the curb and sidewalk and a minimum of 4ft behind the sidewalk until 70% vegetation density 
is achieved. Sites must have a minimum of 70% vegetation density to remove erosion controls 
and obtain a CO. 
 

5. STABLIZED ROCK ENTRANCE: See NCTCOG iSWM™ Technical Manual for Construction 
Controls for details. All commercial sites will maintain entrance and exit points as per the 
approved erosion control plan. Rock entry must be 20’ wide by 8’ deep by 6” thick. Rock 
material must be a minimum average of 3”. 

Exception: The stabilized rock entrance is not required after flat work is in. 

Street must be kept clean at all times. 
 

6. ADDRESS: The site address and contact phone number must be clearly posted and be easily 
seen from the street. Addresses painted on curb are not acceptable. 
 

7. STORM WATER POLLUTION PREVENTION PLAN: A SWPPP is required for all sites 
greater than 1 acre or part of a common plan of development greater than 1 acre. A copy of 
the NOI and CSN shall be submitted to the City of Richardson Engineering Department prior 
to starting work. Paperwork and permits, including the NOI and CSN, shall be posted  
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in a location viewable to the public. City of Richardson ordinances require that these systems 
remain in place and in good repair for the duration of the project. 
 

8.  CONCRETE WASHOUT SITES: If adjacent commercial sites agree to share a washout site, 
EACH general contractor will post a sign at the washout site. A letter will be sent to the City 
of Richardson stating it is a shared washout site, by whom, and designate what general 
contractor is responsible for clean-up and maintenance. The washout site shall be 
constructed as follows: 

a.  The washout site will be surrounded on three sides with silt fence; 

b.  A rock entry will be installed on the entrance of the washout site. The rock entry will be 
     designed so that no runoff from site will occur; 

c.  The washout site will be lined with plastic (minimum 10 mm thick) or equivalent measure      

     to prevent seepage to groundwater; and 

d.  Each site will have a general contractor’s sign posted. 
 

***REMINDER*** 
A preconstruction inspection is required before any other inspections may be completed. It is 
recommended that you schedule a preconstruction inspection when you pick up the building 
permit. 
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CONTRACTOR RESPONSIBILITIES  

1) The permit holder is responsible for the installation and on-going maintenance of all site-
specific erosion and sediment control BMPs. Site access, inlet protection and perimeter 
control shall be installed prior to any land disturbance. 

2) Inspection frequency shall, at a minimum, meet TXR150000 criteria and whatever is 
deemed necessary to ensure the BMPs are functioning as designed. In addition, an 
inspection be conducted within 24 hours of a rain event of ½ inch or more. Problems noted 
during any inspection shall be corrected within 7 days unless otherwise noted by the BI. 

3) Once construction has commenced, the permit holder is responsible for the maintenance 
of BMPs protecting area inlets on or adjacent to their site. It is critical that sediment not be 
allowed to reach the storm sewer system. 

4) The site access provides a place for parking vehicles off-street and an area where 
materials can be off-loaded. The intent of this requirement is to provide a stable surface for 
access and parking where mud and other debris are not likely to be tracked onto the street. 
Proper maintenance of the entrance is required until such time as a permanent driveway can 
be installed. Entry to the site shall be restricted to the site access. 

5) During the entire construction process the permit holder is responsible to ensure that mud, 
dirt, rocks and other debris are not allowed to erode or be tracked onto city streets and 

Daily Compliance Checklist Example 
 

Best Management Practice (BMP)  
Perimeter Controls – BMP’s are installed per the city approved erosion control plan 
submitted with project package.  BMP’s are maintained to ensure proper function, 
including repair or replacement of torn, degrading, missing or otherwise ineffective 
materials.  Remove sediment deposits as necessary to provide adequate protection. 

 

Site Access – Required for each site.  A surface suitable for parking and unloading that 
prevents the tracking of mud and rock onto the street is installed.  All vehicles that 
access the site shall use the construction entrance.  Restrict other access if necessary 
to prevent tracking onto the street. 

 

Inlet Protection – BMP’s are in place and functioning for both area inlets and curb 
inlets along street.  Maintenance includes removal of sediment following each rain event 
and replacement of failing materials.  Do not allow sediment to enter inlet during 
maintenance. 

 

Intermediate Control – Long of steep drainage paths have intermediate or interior 
BMP’s installed to help slow the flow of runoff.  Failure of perimeter controls due to the 
force of runoff often determines the need for intermediate controls. 

 

Stockpiles – Stockpiles are protected to prevent sediment from reaching the street and 
adjacent properties.  Stockpiles are located away from street and property lines. 

 

Other Pollutants – Trash and debris are contained.  All waste water, including concrete 
washout, is properly disposed of.  Materials and chemicals are properly stored. 
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sidewalks. Should any mud or other debris find its way to the street, the contractor shall take 
immediate steps to have it removed. 


